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Manufactured by:

Altro Ltd. Works Road
Letchworth Garden City

Contains SG6 INW
a r o bio-plasticiser United Kingdom

the future is safer with altro

ree

Altro Classic™ 25 / X25 & Altro Atlas™ 40 / X40

Flooring type m £ EN 13845/ Safety flooring
Tipo de pavimento EN 13553 Suelo de seguridad antideslizante
Belagsart ‘ Sicherheitsbodenbelag
Classification for use g 9000 ¢ 000 EN 685 34 & 43

Areas de uso ﬁ w,’m m ”M 34y43

Einsatzbereiche N GRS 34 & 43

Slip resistance 0 TRRL X25 - 245 X40 - 236
Resistencia al deslizamiento EN 13845 ESf
DS ES

Rutschsicherheit EN 13893 DS

DIN 51130 X25 - R11 X40 - R10
Thickness EN 428 X25-2.5mm  X40 - 4mm
Espesor Total —=—]
Gesamtdicke
Wear layer EN 429 X25-2.5mm  X40 - 4mm
Capa de uso
Nutzschicht
Flexibility EN 435 Pass
Flexibilidad Conforme
Flexibilitat bestanden
Weight n EN 430 X25 - 3.2 kg/m?  X40 - 5.6 kg/m?
Peso i
Flaechengewicht
Roll dimensions -] .’ EN 426 X252 mx 20 m = 40m?
Dimensiones del rollo n’ X402 mx 12.5 m = 25m?

Rollenabmessungen

Light fastness .\‘ EN 20105-B02 >6

Resistencia a la luz vam

Lichtechtheit

Sound insulation E ISO 140-8 X255 dB X40 7 dB
Aislamiento acustico ~

Trittschall —

Wear resistance i“ EN 13845 <10% particles lost over 50000 cycles
Abrasién — ) <10% de las particulas perdidas en 50.000 ciclos
VerschleiBverhalten s <10% Parkitel werden uber 50000 Umdrehungen verloren
Indentation z= EN 433 < 0.10mm

Punzonamiento -

Resteindruck

Fire performance r‘ EN 13501-1 Class Bfl-s1>8kW/m? pass
Reaccion al fuego EN ISO 9239-1 Clase Bfl-s1>8kW/m? conforme
Brandverhalten Byi-s1 EN ISO 11925-2 Klasse Bfl-s1>8kW/m?, bestanden
Chemical resistance M EN 423 Good

Resistencia a los productos quimicos O?Q Buena

Chemikalieneinwirkung bestandig

Castor chair abrasion ° EN 425 Pass

Huellas de sillas de ruedas Conforme
Stuhlrollenbeanspruchung geeignet

Under floor heating ‘2t EN 12667 Suitable

Calefaccion por el suelo \ Apto

FuBbodenheizung geeignet

Electrical behaviours EN 1815 < 2KV Antistatic

< 2kV Antiestaticas
< 2KV antistatisch

Carateristicas eléctricas
Elektrisches Verhalten

&

VOC emissions ‘;‘ prEN 15052 Low / Pass
Emisiones de VOC Section 01350 Baja / Conforme
VOC emissionen VOC AgBB/DiBt gering / geeignet

All information is correct at the time of print and is subject to change without prior notice. Visit us online for more information and updates. These products have never contained phthalate plasticisers.
www.altro.com, www.altroscandess.se, www.altro.de



